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Abstract—In a conventional FCS-MPC formulation, ac-
tive and reactive power control loops rely on the predictive
controller while the dc-bus voltage is usually governed by
a PI-based control loop. This comes from fact that the
dynamic equations for describing the predictions of these
variables are heavily coupled. In this paper, a cascade-
free finite control set model predictive control (FCS-MPC)
for single-phase grid-connected power converters is pre-
sented. The proposed control algorithm is formulated in
terms of established dynamic references design, which was
originally proposed to directly govern active and reactive
power, and dc-voltage in three-phase power converters.
In this work, the dynamic reference design concept is
extended to control single-phase grid-connected power
converters. The proposed control algorithm does not use
instantaneous ac-power calculations; instead it directly for-
mulates the optimal control problem on the grid-current in
the original stationary reference frame. The experimental
results obtained with a single-phase grid-connected Neu-
tral Point Clamped (NPC) converter confirm a successful
design, where system constraints, e.g. maximum power
and weighted switching frequency, are easily taken into
account.
Index Terms—Predictive models, control design, predic-
tive control, finite control set, converters, DC-AC power
converters, smart grids, power quality, reactive power.
I. INTRODUCTION
S
INGLE-PHASE grid-connected power converters play a
key role in applications such as integration of renewable
energies, and particularly high-power applications, such as
high-speed railway electrical traction systems [1]. The pop-
ularity of these converters, technically called Active Front
End (AFE) rectifiers, lies in their ability to allow bidirectional
power exchange between ac and dc output terminals while
maintaining high power quality in terms of Power Factor (PF)
and Total Harmonics Distortion (THD) on the ac-side [2], [3].
The main control objectives for single-phase grid-connected
power-converters are: to self-support the dc-bus voltage under
load and grid-voltage variations, and to draw sinusoidal grid-
current while maintaining the reactive power level around its
reference. The available literature shows that for classic pulse
width modulation (PWM) control methods, such as voltage-
oriented control (VOC), the design procedure is 100% related
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to tuning proportional-integral (PI) controllers in both dc-
bus voltage and grid-current loops [4]–[7]. The other widely
accepted method is direct power control (DPC), which uses
hysteresis comparators and look-up tables. Recently, a model
based adaptive DPC [8] for three-phase grid-connected power
converters has been proposed that avoids system parameter
uncertainties, while improving the overall behavior of the
system compared with both standard PI and hysteresis-based
controllers.
For the purpose of explicitly considering the converter
switching effects, the so-called Finite-Control-Set Model Pre-
dictive Control (FCS-MPC) has been introduced to govern
power converters [9]. The main advantage of FCS-MPC is
that offers the possibility to manage various control objec-
tives in only one cost function and, at the same time, can
handle system constraints with ease. Although more than
one control objective can be used, traditional MPC-based
control algorithms either for grid-connected and electrical-
drives power-converters use the classical cascaded structure
of an outer PI based dc-bus voltage/speed loop which delivers
the power(current)/torque(current) reference to an inner MPC
active-reactive power/torque(current) loop. As a consequence,
the overall system performance is still influenced by the linear
controller-based outer loop, which may present poor dynamic
or overshoot in the outer loop [10].
A model predictive direct speed control (MP-DSC) which
overcomes limitations of cascade linear controllers, was pre-
sented in [11]. This control is mainly based on the use of
an attraction region defined by the MTPA (Maximum Torque
per Amp) trajectory, which is used to give importance to
secondary control objectives during transient conditions. In
the same direction, a cascade-free predictive speed control
for electrical drives, that uses a simplified equivalent double
integrator model for representing the dynamic behavior of the
motor was proposed in [12]. In that case, it was proved that the
proposed equivalent model was able to successfully represent
the expected machine behavior. For grid-connected power
converters, a soft-constrained MPC formulated as a single
optimization problem was proposed in [13] to avoid the use of
PI controllers. However, there is no fixed design procedure in
the soft-constrained MPC to set the upper and lower bounds,
and the weighting factor of each control variable included in
the cost function. In the same direction, a three-phase AFE
rectifier governed by a cascade-free MPC-based Direct Power
Control (MPC-DPC) was presented in [14]. The major advan-
tage of this strategy, called dynamic references design, is its ca-
pability to provide suitable references for the grid active power
and the dc-bus voltage, while maintaining active and reactive
power decoupled. The concept have been described in detail
in [14], however their applicability has not been demonstrated
for single-phase AFE rectifiers. In essence, [14] formulates the
cost function for a three-phase system in terms of the three-
phase instantaneous active/reactive power definitions. In that
case, the definition of the three-phase instantaneous predicted
powers is directly considered for designing both the dynamic
references and the cost function. Since the predicted powers
are instantaneous powers in the time domain which does not
have oscillations (mainly free of second harmonic), they can
be directly used on the cost function formulation. However,
for the particular case of single-phase grid-connected power
converters, the instantaneous power calculation is not free of
second harmonic. Thus, a straightforward implementation of
[14] on single-phase systems is not possible.
The work at hand presents the design, implementation and
evaluation of a cascade-free FCS-MPC strategy for single-
phase grid-connected power-converters that address the issues
outlined above. The key novelty of this approach is the
compatible reference design, which allows the controller to
transfer the required dc-power from the grid while regulating
the dc-voltage and imposing a desired power factor by only
control the grid-current. To accomplish this, the dynamic
reference design concept which was originally proposed to
govern three-phase power converters [14] is adopted and
extended to single-phase converters. Nevertheless, the optimal
control problem is directly formulated on the grid-current
in the original stationary reference frame. As an illustrative
example, the proposed method is used to govern a single-phase
NPC converter working as an AFE rectifier.
Additionally, two different cost function formulations to
evaluate the effectivenesses of the proposed algorithm in terms
of obtaining a spread and imposed grid-current harmonic
spectrum are adopted [15].
II. SINGLE-PHASE GRID-CONNECTED
POWER-CONVERTER MODEL
In general, single-phase grid-connected power-converters
can be modeled as a four-port power module where its
terminals describe the respective ac-side (grid) and dc-side
connections, as shown in Fig. 1. Depending on the topology
of the internal circuit, the ac-side terminals can behave as
a multilevel-converter that fulfills the needs for low total
harmonic distortion (THD) with reduced dv
dt
. On the other
hand, the dc-side terminals can behave either as an electrical
load or power source. In order to control all the required power
converter variables, a control block external to the converter
enforces the desired behavior.
The work at hand focuses on the control of a single-phase
converter which is connected to the grid by means of a L
filter (r represents the parasitic resistor of L). The dc-side is
connected to a dynamic load as shown in Fig. 2. As a study
case, a single-phase NPC converter is considered in this work.
Thus, it is required to control not only the continuous-time
variables grid-current, ig , and the dc-voltage, vdc, but also the
internal capacitor voltages vC1 and vC2 .
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Fig. 1. Generalized circuit diagram of a single-phase grid-connected































Fig. 2. Circuit topology of the single-phase grid-connected NPC con-
verter.
By analyzing the schematic circuit shown in Fig. 2 it
is possible to describe the continuous-time dynamic of the






(vg − rig − vab), (1)
where vg stands for the grid-voltage and vab represents the
single-phase inverter voltage. On the other hand, the dynamic


















(−ir2 − idc) .
(2)
where iC1 and iC2 are the associated capacitor currents, ir1
and ir2 are internal currents of the NPC converter and idc is
the dc-side current.
Thus, (1) can be transformed into discrete-time form by
using the well known classical forward Euler method that
exhibits enough precision to enable the controller to predict


















where Ts is the sampling period, and the converter output
voltage vab can be expressed in terms of switching states (see
Table I) as follows:
vab
k = vC1
k (S1 − S3) + vC2
k (S2 − S4) . (4)
Therefore, based on the MPC requirements, the present
values of ig, vg , vC1 and vC2 are needed to properly forecast
the future behavior of ig.
Since the regulation of vC1 and vC2 is also a control
objective, the discrete-time form of (2) is obtained following
























To avoid unnecessary measurements of ir1 and ir2 it is
convenient to define the direct relation between the switching
states of the NPC converter and ig as [16]:
ir1
k =











Consequently, (3) and (5) can be used by the controller to
obtain estimated values for the predictions of the grid-current
and the capacitor voltages respectively.
III. MPC FOR A SINGLE-PHASE GRID-CONNECTED
POWER CONVERTER
In this section, the proposed cascade-free FCS-MPC algo-
rithm for a single-phase grid-connected power converter is
derived. The procedure can be divided in three main parts:
cost function formulation, stationary reference frame grid-
current definition and grid-current dynamic references design.
First, the control targets, grid-current tracking in the stationary
reference frame and voltage balancing, are set into the cost
function. Then, a definition of the grid-current in the stationary
reference frame by means of the required active and reactive
power is also derived. The resulting expression along with
the dynamic references design concept is used to define the
grid-current reference in the stationary reference frame and
the dc-voltage references.
TABLE I
SWITCHING STATES∗ OF THE SINGLE-PHASE FULL-BRIDGE NPC
CONVERTER
j S1 S2 S3 S4 SA SB vab
0 1 1 0 0 1 -1 vC1 + vC2
1 1 1 0 1 1 0 vC1
2 0 1 0 0 0 -1 vC2
3 0 1 0 1 0 0 0
4 1 1 1 1 1 1 0
5 0 0 0 0 -1 -1 0
6 0 1 1 1 0 1 −vC1
7 0 0 0 1 -1 0 −vC2
8 0 0 1 1 -1 1 −vC1 − vC2
∗: only selected states.
A. Cost Function Formulation
In general, a single control loop over the grid-current
injected by the converter is enough to control the active and
reactive power in the grid-side. However, for this particular
converter, it is also required to regulate the dc-voltage, vdc,
while keeping the capacitor voltage balance, i.e., vC1 = vC2 =
vdc
2 . It is important to emphasize the fact that both variables
are heavily coupled, thus a compatible reference design is
necessary in order to include both control targets (grid-current
tracking and dc-voltage regulation) into the MPC grid-current
reference. Therefore, the proposed cost function for the single-






















2 are rated values used to normalize the
tracking errors. Notice that the dc-voltage control loop is
not explicitly included in (7). This is due to the proposed
controller that includes a static expression for the dc-voltage
reference embedded in the computation of the optimal state
Soptx , ∀ x ∈ {1, 2, 3, 4}. For that reason, the design of the grid
current reference i⋆g
k+1 which is directly related with the dc-
voltage reference v⋆dc
k+1 is explained in detail in the following
subsections.
B. Stationary Reference Frame Grid-Current Definition












where ir1 and ir1 are taken from (6).
Regarding the ac-side, the instantaneous active (pk) and




























where v and i are any pair of voltage and current in a given
common point expressed in their dq components. In this work,
the synchronous frame is aligned to the grid-voltage, vg ,
is considered as the direct component. Thus, the quadrature
component of the grid-voltage is null, i.e., vgd = v̂g and
vgq = 0. Therefore, the grid-side active and reactive power

























Finally, by utilizing (10) and (11), the expression for the
grid-current in the stationary reference frame is obtained by
multiplying each dq current component of ig












From (12), it is possible to confirm that by governing
the injected grid-current, ig, the active and reactive power
injected to or absorbed from the grid can be handled. Note
that this step is only an intermediate step that aims to find
an equivalent mathematical expression for the grid-current.
As will be elucidated, the dynamic references design concept
will allow to define suitable references for active and reactive
power in order to find the equivalent one-step ahead grid-
current reference that matches with the form of (12).
C. Grid-Current Dynamic Reference Design
A power balance on both power converter’s terminals is
used to obtain a compatible reference for both dc and ac
control targets. However, it is not possible to instantaneously
compare both ac- and dc-power. For instance, when SA=SB,
the rectified currents ir1 and ir2 in (6) becomes zero, yielding
to a null dc-power, i.e., pdc = 0, while the ac-power may
not have a value equal to zero, i.e., pg 6= 0. For this reason
a so-called average dc-power reference, p̃⋆dc , and average ac
active power reference, p̃⋆g , are analytically derived to produce






where p̃r stands for the filter resistor power loss.
Since p̃⋆dc cannot be directly obtained as per (8), it is
necessary to use average values for each term in (8). It is
important to recall that each capacitor voltage can only be
adjusted by their capacitor current, which takes energy from
the grid. To achieve the power balance while maintaining
a desired behavior in the capacitor voltages, a reference
prediction horizon N⋆ is introduced [14]. The value of N⋆
allows the controller to take enough power from the grid
in order to reach v⋆dc
k+1 in N⋆ steps, while limiting each
capacitor current increment by 1
N⋆
of the total current required
to lead the dc-voltage reference. Thus, the average next-step





























Therefore, the required average capacitor currents to achieve





















Additionally, the required average dc-current for this set








Since the actual values of vC1
k and vC2
k are available as
measurements and the average dc-side power consumption
modeled by r̃dc can be considered approximately constant
between two consecutive steps, r̃k+1dc can be estimated by









After following the above procedure, an average dc-power
reference p̃⋆dc



















Proceeding accordingly and recalling that grid-connected
single-phase converters present a large second-order harmonic
component in the dc-side variables, the latter p̃⋆dc
k+1 is then fil-
tered with a notch-filter1 centered at 100 Hz (2f ). Furthermore,





provides a current reference i⋆g
k+1 free of third harmonic in
the stationary frame.
To account for the filter inductor loss it is necessary to























k+1 ≈ v̂kg and îg
k+1 are the peak values of grid-
voltage and current respectively.
Now, it is possible to transfer power from the ac-side by
considering (13), (18) and (19). Thus, the total power balance
(13) becomes a quadratic equation in p̃g
















































k+1 has two distinct roots, the solution that





























Consequently, after following this procedure, the final ex-
pression for the current reference, i⋆g
k+1, which also takes into
















k−2a3 , where a1 = 1, a2 =





























Fig. 3. Block diagram of the proposed cascade-free FCS-MPC algo-
rithm.
Finally, the block diagram of the proposed MPC algorithm is
shown in Fig. 3. The desired dc-voltage reference v⋆dc
k+1 and
the reactive power reference q⋆g
k+1 are first set and fed into
the reference generation block. This block also receives the
main grid parameters, i.e., peak voltage v̂kg and angle ωt from
a demodulation based single-phase grid-voltage fundamental






k at the actual instant
k, the reference generation block provides the future current
reference, i⋆g
k+1, to transfer the required dc-power from the
grid while regulating the dc-voltage. Moreover, a desired
power factor is achieved by including the reactive power
reference, q⋆g
k+1, into i⋆g
k+1. Then, this current reference
i⋆g
k+1 is sent to the MPC block. Here, the cost function Jk
described in (7), which includes the current tracking error and
the capacitor voltage balance, is minimized at each sampling
instant k. Thus, the optimal switching combination Soptx , which
minimizes Jk, is applied at the next instant k + 1.
IV. RESULTS
Simulation results have first been used to show the influence
of the reference prediction horizon N⋆. Then, experimental
results have been conducted by focusing the attention on
six particular operating conditions: voltage sag in the grid,
dc-load step change, volt-ampere reactive (VAR) tracking
performance, dc-voltage tracking performance, cost function
evaluation and uncertainties evaluation. The results presented
in this section have been obtained using the following param-
eters: Grid voltage vg = 230 V, grid frequency f = 50 Hz,
dc-voltage ref. v⋆dc = 360 V, dc-capacitors C1,2 = 4450 µF,
dc-load rdc = 69 Ω, filter inductor L = 3.43 mH (0.056 pu),
filter resistance r = 0.1 Ω, ref. pred. hor. N⋆ = 200, sampling
period Ts = 50 µs, Vbase = 230 V and Sbase = 2.75 kVA.
A. Simulation Results
Simulated results have been obtained by means of
MATLAB-Simulink and PLECS. The MPC algorithm was
programmed using C-code within an S-function block. Thus,
the simulated algorithm can be easily later implemented in
a digital control platform for experimental validation. The
single-phase NPC converter presented in Fig. 2 was tested with
a linear load rated at 2.75 kW. Simulations were performed
2The interested reader is referred to [18] for further information about































Fig. 4. Simulation results under dc-voltage step change from 360V to
432V. (a) DC-side voltages, (b) grid-voltage and grid-current and (c)
converter output voltage.
considering N⋆ equal to 12fTs which amounts to allowing
the converter to reach v⋆dc
k+1 approximately in a half of
the fundamental period as explained in [14]. Besides the
selection of N⋆ it is also important to define constraints such
as maximum power to be extracted from the grid when any
disturbance in the system is introduced. The selection of this
maximum power allows the controller to reach the desired
voltage reference while avoiding overshoots. In this case,
p̃⋆g
k+1 is limited in eq. (22) according to
∣∣p̃⋆gk+1
∣∣ ≤ pgmax,
where pgmax can be selected as the maximum power extracted
from the grid.
Figure 4 details the effect of choosing N⋆ and pgmax equal
to 200 and 3252 W respectively. As can be clearly appreciated,
the dc-voltage exhibits an inherent second harmonic compo-
nent in steady state while its dynamic behavior during the step
change in v⋆dc
k+1 is governed by the selection of N⋆ and the
20 A peak saturation imposed by pgmax. Notice that due the
saturation imposed by pgmax, the controller decides to limit the
grid-current until the dc-voltage reach the desired voltage ref-
erence approximate in three fundamental periods. Also, both
capacitor voltages maintain the same behavior. Henceforth,
due to the good performance obtained, both factors will be
kept at these values in the remaining experimental tests.
For comparison purpose, the same step change is performed
when the NPC converter is governed by a traditional cascaded
FCS-MPC and a traditional Resonant-Proportional Controller
(RPC) adopted from [19] and [20] respectively. The close
loop performance obtained when using the proposed algorithm
considering N⋆ equal to 20 in order to obtain a fast dynamic
response is shown in Fig. 5(a). The sub-indexes u and c
stand for application of unconstrained and constrained active
power references respectively. Results for FCS-MPC with a
bandwidth (BW) equal to 70 Hz and a damping factor (ζ) of
0.707 are depicted in Fig. 5(b). Here, it can be observed that

























Fig. 5. Simulation results under dc-voltage step change from 360V to
432V. (a) cascade-free FCS-MPC, (b) cascaded FCS-MPC (PI-based
with BW = 70 Hz and ζ = 0.707) (c) PI-based with BW = 70 Hz plus
RPC with BW = 1.5 kHz and ζ = 0.707.
if the PI controller is not limited. To mitigate this, the PI is
limited by the maximum allowed current to be extracted from
the dc-side. In that case, the PI controller behaves slightly
slower than the proposed algorithm. Note that in practice,
no limitations on the references signals and/or PI controller
outputs may lead in high overcurrents. Finally, a RPC current
controller along with a PI controller is tested. Since the
switching frequency of the RPC current controller is set to
6 kHz and the BW to 1.5 kHz, the behavior of the dc-voltage
loop remains similar with cascaded FCS-MPC as shown in
Fig. 5(c). Clearly, an optimization of the PI controller may be
carried out to improve the dynamic response. However, the
proposed method presents the capability of including several
control objectives in the same cost function while easily
handling system constraints. The details about the PI design
have been omitted for the sake of brevity, but can be found in
[20].
Additionally, Fig. 6 depicts the changes in settling time
(s.t.) under the same dc-voltage step change for dc-capacitance
C1,2 variations. It can be noticed that as C1,2 decreases, the
controller is able to provide faster settling times. However,
there is a trade-off between how many times the actual value
of C1,2 is smaller than its nominal value and the amount of
steady state second harmonic component in vdc (vdc
(2f)). This
trade-off limits the operation of the controller to be inside a
range where vdc
(2f) takes a desired value, i.e. tolerable vdc
ripple. For that reason, besides the controller tolerates this
change without knowing the actual C1,2 value, most of single-




The effectiveness of the proposed MPC algorithm is tested
in a 2.75 kVA single-phase experimental setup. The parameters
































Fig. 6. Sensitivity analysis for settling time (s.t.) under dc-voltage
step change from 360V to 432V and steady state second harmonic
component (vdc



































Fig. 7. Experimental results under grid-voltage sag of 30% during 40ms.
(a) Grid-voltage and grid-current, (b) dc-side voltages and (c) converter
output voltage.
proposed controller was developed for k + 1, it is necessary
to apply delay compensation for practical implementation.
Although delay compensation using estimated values for k+1
and predictions in k+2 was applied, this step was intentionally
omitted for the sake of brevity. For this case, the complete
control loop is executed by the controller every 50 µs, while
the optimal switching state is computed in 12 µs. An average
switching frequency of 4.67 kHz was obtained.
1) Grid-voltage Sag: First, the NPC converter is operated
at rated conditions with unity power factor (q⋆g = 0), low total
harmonic distortion (THDi = 3.6%) and balancing for both
capacitor voltages. The normal condition is suddenly altered,
by changing peak value of the grid v̂g from 100% to 70%
during 40ms. Figure 7 shows that the grid-current present an
increment to compensate the variation on vg while keeping
the dc-voltage around its reference.
2) Load Step Change: Second, a load step change from
rdc = 69 Ω to rdc = 47 Ω, equivalent to increasing the active
power from 1.64 kW to 2.75 kW was produced to evaluate
the dynamic behavior of vdc. As observed in Fig. 8(b) the
proposed controller is able to maintain the desired value of vdc,































Fig. 8. Experimental results under load step change from rdc = 79 Ω to
rdc = 47 Ω. (a) Grid-voltage and grid-current, (b) dc-side voltages and































Fig. 9. Experimental results under VAR step change from −1500 VAR
to 1500 VAR. (a) Grid-voltage and grid-current, (b) dc-side voltages and
(c) reactive power.
3) VAR Tracking Performance: Next, one test was per-
formed to evaluate the tracking performance of the VAR
reference. Fig. 9 depicts the experimental results under q⋆g step
change from −1500 VAR to 1500 VAR. Consequently, the
grid-current changes from lagging the grid-voltage to leading
it while maintaining the dc-voltage around its reference. Espe-
cially, Fig. 9(a) shows that the phase angle of the grid-current
quickly turns 180◦ at t = 0.04 s, barely affecting the capacitor
voltage balance.
4) DC-voltage Tracking Performance: A step change in the
vdc reference was produced from 360 V to 432 V which is
equivalent to increase the active power by a factor of 1.44.
As can be clearly appreciated in Fig. 10(b), the proposed
































Fig. 10. Experimental results under dc-voltage step change from 360V
to 432V. (a) Grid-voltage and grid-current, (b) dc-side voltages and (c)
converter output voltage.
5) Cost Function Evaluation: As mentioned in the intro-
duction, suitable cost function formulations can be adopted
to permit the operation with spread and imposed grid-current
harmonic spectrum. The proposed algorithm was formulated
using a typical quadratic error cost function as per eq. (7)
which gives a non-fixed harmonic spectrum as shown in
Fig. 11(c). However, the cost function proposed in eq. (7) can
be transformed into eq. (23) as explained in [15] to obtain a




















The function F (k) is a band-stop filter which is designed to
fix the harmonic spectrum of the grid-current around a desired
frequency. Results obtained using the so-called frequency
weighted cost function Jkw centered at 2250 Hz are shown in
Fig. 11(b). Notice that due to the reduction of the switching
frequency the value of L was increased twice to decrease the
ripple in the grid-current. Here, the corresponding spectrum
(see Fig. 11(d)) shows that a nearly fixed frequency can be
achieved without manipulating the equations that belong to the




Additionally, the same test used to evaluate the dc-voltage
tracking performance was performed to confirm the flexibility
to adopt different cost functions. In this case, a step change in
the vdc reference was produced from 360 V to 432 V. As can
be clearly appreciated in Fig. 12(b), the proposed controller
reaches the desired voltage reference while imposing a nearly
fixed switching frequency which produces an improved wave-
form of the converter output voltage as shown in Fig. 12(c).
6) Sensitivity Analysis: Finally, a set of filter inductance
value variation tests were performed to experimentally ex-
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Fig. 11. Steady state evaluation for different cost functions: (a) Grid-
current for a typical quadratic error cost function (see eq. (7)), (b) grid-
current for a frequency weighted cost function centered at 2250 Hz (see
eq. (23)), (c) grid-current harmonic spectrum for (a) and (d) grid-current
































Fig. 12. Experimental results under dc-voltage step change from 360V
to 432V using a frequency weighted cost function centered at 2250 Hz.
(a) Grid-voltage and grid-current, (b) dc-side voltages and (c) converter
output voltage.
to verify the converter limits which produces a maximum
permissible steady state distortion index of the grid-current
created from unknown filter parameters. Three well-known
distortion indexes were evaluated – average tracking error
eig = |i
⋆
g− ig|, THD50 and WTHD – as shown in Fig. 13. In
% of rated filter inductance [÷100]
[%
]










Fig. 13. Steady state distortion indexes of the grid-current under filter
inductance value (L) variation.
this case it is recommended to avoid uncertainties greater than
2.25 or less than 0.75 times the rated value in order to maintain
e.g. a THD50 below 5%. The effect of L-variations over the
close-loop dynamic performance remains unaltered. In these
cases, the MPC saturates its output forcing ig to follow the
dynamic of the plant, which behaves as a pure integrator due to
r << XL. Since, the variation of the r value did not represent
a problem for the proposed controller, these variations where
not registered.
V. CONCLUSION
A cascade-free FCS-MPC algorithm to govern single-phase
grid-connected power converters has been presented and an-
alyzed. The key novelty of this approach is the compatible
reference design that directly allows to formulate the opti-
mal control problem using the grid-current in the original
stationary reference frame. As a result of the design pro-
cedure, no cascaded control loops are required, making the
proposed cascade-free FCS-MPC algorithm easy to implement
in practice. Compared with traditional implementations such
as cascaded FCS-MPC, the proposed algorithm presents the
capability of including several control targets in the same cost
function while easily handling system constraints. Simulation
and experimental results have shown that the grid-current, dc-
voltage and capacitor voltages are kept around their references
despite changes in the operating conditions.
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main research areas are digital control applied
to power electronics, matrix converters, predictive control and control of
power converters for renewable energy applications.
Carlos R. Baier (S’08) He received the B.Sc.,
M.Sc. and D.sc. degrees in electrical engineer-
ing from the University of Concepcion, Concep-
cion, Chile, in 2004, 2006, and 2010, respec-
tively. Since 2009, he has been a Professor
in the Department of Industrial Technologies,
University of Talca, Talca, Chile, where he is
teaching in the areas of industrial electronics.
His research interests include improved control
techniques for multicell converters, new multi-
level topologies to inject power into the grid and
high energy efficient improvements for medium-voltage converters.
Vasssilios G. Agelidis (SM’00–F’16) received
the B.Eng. degree in Electrical Engineering from
the Democritus University of Thrace, Greece, in
1988, the M.S. degree in Applied Science from
Concordia University, Montreal, QC, Canada, in
1992, and the Ph.D. degree in Electrical Engi-
neering from Curtin University, Perth, Australia,
in 1997. He has done extensive research in
the field of smarter grid infrastructure and sus-
tainable energy systems incorporating solar and
wind energy sources. He is currently Professor
of Power Engineering at the School of Electrical Engineering and
Telecomunications at the University of New South Wales (UNSW).
